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LED High Power PAR30 Lamp

Applications
General, Architectural, Spot, and Down Lighting Applications

Specifications

Materials  Aluminum  & Plastic Housing

Power   35, 40, & 50 watts
  
Color    2700 - 6000K
      
LED Lamp/Module Osram LED Emitters

Dimmable   Yes (35 & 40 watt Models Only)

Beam Angles(°)  25, 35, 45°

Rated Life Span  >25,000 Hours

Power Factor  >0.95

Lumen Maintenance 70%

CRI   >80

Operating Temperature -40° C to +50° C

Product Dimensions  Ø120 x 95mm
   
Listing & Ratings UL, ETL, RoHS Compliant
   
Replaces  up to 150 watt HID Lamps   

Model Number Wats Dimmable Voltage (V) Lumens Life Span (hrs) CCT Dimensions (mm) HID Equivalent
ELSP3035 35 No 90-277 V, 50-60Hz 3,400 50,000 3000-6000K Ø120 x 95 125W

ELSP3035D 35 Yes 110 V, 50-60Hz 3,400 50,000 3000-6000K Ø120 x 95 125W

ELSP3040 40 No 90-277 V, 50-60Hz 3,600 50,000 3000-6000K Ø120 x 95 125W

ELSP3040D 40 Yes 110 V, 50-60Hz 3,600 50,000 3000-6000K Ø120 x 95 125W

ELSP3050 50 No 90-277 V, 50-60Hz 4,500 50,000 3000-6000K Ø120 x 95 150W

4



 

Copyright © 2021. Electronic Lighting Systems, Inc. All rights reserved. The information in this document is subject to change without notice.              

 

 

LED 45 watt PAR38 Lamps

Applications
Church & Sanctuary Lighting, General, Architectural, Spot, 
and Down Lighting Applications

Specifications

Materials  Plastic Housing

Efficacy   2700 - 4100 Lumens
  
Color    2700 - 6000K
      
LED Lamp/Module 24 pcs OSRAM Emitters

Dimmable   No

Beam Angles(°)  25°/45°/80°

Rated Life Span  >50,000 Hours

Power Factor  >0.95

Lumen Maintenance 70%

CRI   >80

Operating Temperature -40° C to +50° C
   
Warranty  3 Year Limited Warranty

Listing & Ratings CE, RoHS Compliant
   
Replaces  up to 150 watt HID Lamps   

Model Number Wattage CCT Voltage (V) Lumens Life Span (hrs) Dimensions (mm) HID Equivalent
ELSP304527 45 2700 90-277 V, 50-60Hz 2,700 50,000 Ø95 x 120 150W

ELSP304530 45 3000 90-277 V, 50-60Hz 3,100 50,000 Ø95 x 120 150W

ELSP304540 45 4000 90-277 V, 50-60Hz 3,500 50,000 Ø95 x 120 150W

ELSP304560 45 6000 90-277 V, 50-60Hz 4,100 50,000 Ø95 x 120 150W
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LED Dimmable High Power PAR38 Lamp

Applications
General, Architectural, Spot, and Down Lighting Applications

Specifications

Materials  Aluminum  & Plastic Housing

Power   55 watts
  
Color    2,700 - 10,000K
      
LED Lamp/Module Osram LED Emitters

Dimmable   Yes

Beam Angles(°)  15, 25, 45, 60°

Rated Life Span  >35,000 Hours

Power Factor  >0.95

Lumen Maintenance 70%

CRI   >80

Operating Temperature -40° C to +50° C

Product Dimensions  Ø120 x 133mm
   
Listing & Ratings UL, ETL, RoHS Compliant
   
Replaces  up to 250 watt HID Lamps   
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Model Number Wats Dimmable Voltage (V) Lumens Life Span (hrs) CCT Dimensions (mm) HID Equivalent
ELSP385527D 55 Yes 110-120V, 50-60Hz 4,700 35,000 2700K Ø120 x 133 250W

ELSP385530D 55 Yes 110-120V, 50-60Hz 4,800 35,000 3000K Ø120 x 133 250W

ELSP385540D 55 Yes 110-120V, 50-60Hz 5,000 35,000 4000K Ø120 x 133 250W

ELSP385550D 55 Yes 110-120V, 50-60Hz 5,150 35,000 5000K Ø120 x 133 250W

ELSP385560D 55 Yes 110-120V, 50-60Hz 5,300 35,000 6000K Ø120 x 133 250W
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LED 60 watt PAR38 Lamps

Applications
General, Architectural, Spot, and Down Lighting Applications

Specifications

Materials  Plastic Housing

Efficacy   4600 - 6000 Lumens
  
Color    2700 - 6000K
      
LED Lamp/Module 48 pcs OSRAM Emitters

Beam Angles(°)  45°

Rated Life Span  >50,000 Hours

Power Factor  >0.95

Lumen Maintenance 70%

CRI   >80

Operating Temperature -40° C to +50° C
   
Warranty  3 Year Limited Warranty

Listing & Ratings CE, RoHS Compliant
   
Replaces  up to 175 watt HID Lamps   
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Model Number Wattage Base CCT Voltage (V) Lumens Life Span (hrs) Dimensions (mm) Halogen Equivalent
ELSHPP386027 60 E26/E39 2700 90-277 V, 50-60Hz 4,600 50,000 Ø122 x 215 250W

ELSHPP386030 60 E26/E39 3000 90-277 V, 50-60Hz 5,000 50,000 Ø122 x 215 250W

ELSHPP386045 60 E26/E39 4500 90-277 V, 50-60Hz 5,400 50,000 Ø122 x 215 250W

ELSHPP386060 60 E26/E39 6000 90-277 V, 50-60Hz 6,000 50,000 Ø122 x 215 250W
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LED PL Lamps

Applications

Architectural, Recessed, Down Lighting, Exterior Lighting Applications

Specifications

Color    4000K
      
LED Lamp/Module 2835 SMD LED Emitters

Reflector Angles(°) 360°

Rated Life Span  >50,000 Hours

Power Factor  >0.95

Lumen Maintenance 70%

CRI   >80

Available Lamp Base G24, E27, E26 Edison

Operating Temperature -40° C to +45° C
  
Warranty  5 Year Limited Warranty

Listing & Ratings UL, CE, RoHS Compliant
   
Replaces  up a to 56 watt Compact Fluorescent Lamp
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Model Number Wattage CCT Voltage (V) Lumens Life Span (hrs) Dimensions (mm) Fluorescent Equivalent
ELS-CLW-5WA1 5 4000 90-277 V, 50-60Hz 520 50,000 Ø45 x 130 18W

ELS-CLW-7WA1 7 4000 90-277 V, 50-60Hz 710 50,000 Ø45 x 130 28W

ELS-CLW-9WA1 9 4000 90-277 V, 50-60Hz 1,050 50,000 Ø45 x 145 36W

ELS-CLW-12WA1 12 4000 90-277 V, 50-60Hz 1,300 50,000 Ø55 x 165 42W

ELS-CLW-15WA1 15 4000 90-277 V, 50-60Hz 1,650 50,000 Ø70 x 160 42W

ELS-CLW-20WA1 20 4000 90-277 V, 50-60Hz 2,200 50,000 Ø70 x 180 56W
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LED Canopy Corn Lamps

Applications

Canopy, Pole, Street, Architectural, Recessed, High Bay, Wall Pack, and Down Lighting

Specifications

Power   20 - 80 watts

Color    2,700 - 6,000K
     
LED Lamp/Module 2835 SMD LED Emitters

Reflector Angles(°) 360°

Rated Life Span  >50,000 Hours

Power Factor  >0.90

Lumen Maintenance 70%

CRI   >80

Available Lamp Base E26 Edison,  E39 Mogul

Operating Temperature -40° C to +45° C
  
Warranty  3 Year Limited Warranty

Listing & Ratings ETL, CE, RoHS Compliant
   
Replaces  up to a 400 watt HID Lamps
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Model Number Wattage Voltage (V) Lumens Beam Angle Life Span (hrs) Dimensions (mm) HPS/MH Equivalent
ELSCLC20 20 100-277V, 200-480V, 50-60Hz 2,600 360º 50,000 Ø128 x 180 100W

ELSCLC30 30 100-277V, 200-480V, 50-60Hz 3,900 360º 50,000 Ø128 x 180 120W

ELSCLC40 40 100-277V, 200-480V, 50-60Hz 5,200 360º 50,000 Ø128 x 180 150W

ELSCLC50 50 100-277V, 200-480V, 50-60Hz 6,500 360º 50,000 Ø128 x 180 250W

ELSCLC60 60 100-277V, 200-480V, 50-60Hz 7,800 360º 50,000 Ø128 x 180 350W

ELSCLC80 80 100-277V, 200-480V, 50-60Hz 10,400 360º 50,000 Ø128 x 180 400W
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180° LED Street Lamps

Applications
Street Light, Wall Pack, Canopy, High Bay, Flood Lighting Applications
 

Specifications

Housing  PMMA & Aluminum Fin Heat Sink
  
Color    3000 - 6000K
     
LED Lamp/Module 2835 LED Epistar LED Chip

Base Type  E39 Mogul Base

Reflector Angles(°) 180°

Rated Life Span  >50,000 Hours

Power Factor  >0.90

Lumen Maintenance 70%

CRI   >80

Operating Temperature -40° C to +45° C
  
Warranty  5 Year Limited Warranty

Listing & Ratings DLC, UL, CE, RoHS Compliant
  
Replaces  up to 400 watt Metal Halide / High Pressure Sodium Lamps

Model Number Wattage Voltage (V) Lumens Fan Beam Angle Life Span (hrs) Dimensions (in) Weight HPS/MH Equivalent
ELSCLH27F 27 100-277 V, 50-60Hz 3,510 Yes 180º 50,000 9.6" x 4.4" x 3.1" 0.75KG 100W

ELSCLH36F 36 100-277 V, 50-60Hz 4,680 Yes 180º 50,000 9.6" x 4.4" x 3.1" 0.75KG 120W

ELSCLH54F 54 100-277 V, 50-60Hz 7,020 Yes 180º 50,000 9.6" x 4.4" x 3.1" 0.75KG 180W

ELSCLH54 54 100-277 V, 50-60Hz 7,020 No 180º 50,000 11.8" x 5.4" x 3.4" 1.30KG 180W

ELSCLH75 75 100-277 V, 50-60Hz 9,750 No 180º 50,000 11.8" x 5.4" x 3.4" 1.30KG 250W

ELSCLH95 95 100-277 V, 50-60Hz 12,350 No 180º 50,000 11.8" x 5.4" x 3.4" 1.30KG 350W

ELSCLH115 115 100-277 V, 50-60Hz 14,950 No 180º 50,000 11.8" x 5.4" x 3.4" 1.30KG 400W
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IP64 Weatherproof DLC LED Corn Lamps

Applications
Street Light, Wall Pack, Canopy, High Bay, Flood Lighting Applications
 

Specifications

Housing  PMMA & Aluminum Fin Heat Sink
  
Color    5700K
      
LED Lamp/Module 2835 LED Epistar LED Chip

Base Type  E39 Mogul Base

Reflector Angles(°) 360°

Rated Life Span  >50,000 Hours

Power Factor  >0.90

Lumen Maintenance 70%

CRI   >80

Operating Temperature -40° C to +45° C
  
Warranty  5 Year Limited Warranty

Listing & Ratings DLC, UL, CE, RoHS Compliant
   IP64 Weatherproof
  
Replaces  up to 400 watt HID Lamps
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Model Number Wattage Voltage (V) Lumens Beam Angle Life Span (hrs) Dimensions (mm) HPS/MH Equivalent
ELSCLW20WB1 20 100-277 V, 50-60Hz 2,300 360º 50,000 Ø70mm x 180mm 60W

ELSCLW40WB1 40 100-277 V, 50-60Hz 4,600 360º 50,000 Ø93mm x 255mm 120W

ELSCLW60WB1 60 100-277 V, 50-60Hz 6,900 360º 50,000 Ø93mm x 305mm 180W

ELSCLW80WB1 80 100-277 V, 50-60Hz 9,200 360º 50,000 Ø125mm x 270mm 250W

ELSCLW100WB1 100 100-277 V, 50-60Hz 11,500 360º 50,000 Ø125mm x 290mm 400W

ELSCLW120WB1 120 100-277 V, 50-60Hz 13,800 360º 50,000 Ø125mm x 310mm 450W

ELSCLW150WB1 150 100-277 V, 50-60Hz 17,400 360º 50,000 Ø125mm x 335mm 450W
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High Power Corn Lamps

Applications
Street Light, Wall Pack, Canopy, High Bay, Flood Lighting Applications
 

Specifications

Housing  PMMA & Aluminum Fin Heat Sink
  
Color    3000 - 6000K
      
LED Lamp/Module 2835 LED Epistar LED Chip

Base Type  E39/E40 Mogul base

Reflector Angles(°) 360°

Rated Life Span  >50,000 Hours

Power Factor  >0.90

Lumen Maintenance 70%

CRI   >80

Operating Temperature -40° C to +45° C
  
Warranty  5 Year Limited Warranty

Listing & Ratings ETL, CE, RoHS Compliant
  
Replaces  up to 1000 watt Metal Halide / High Pressure Sodium Lamps
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Model Number Wattage Voltage (V) Lumens Beam Angle Life Span (hrs) Dimensions (mm) HPS/MH Equivalent
ELSCL20WA2 20 100-277 V, 50-60Hz 2,400 360º 50,000 Ø90mm x 185mm 60W

ELSCL40WA2 40 100-277 V, 50-60Hz 4,600 360º 50,000 Ø128mm x 210mm 120W

ELSCL60WA2 60 100-277 V, 50-60Hz 6,900 360º 50,000 Ø128mm x 240mm 180W

ELSCL80WA2 80 100-277 V, 50-60Hz 9,000 360º 50,000 Ø128mm x 260mm 250W

ELSCL100WA2 100 100-277 V, 50-60Hz 12,000 360º 50,000 Ø128mm x 285mm 400W

ELSCL120WA2 120 100-277 V, 50-60Hz 14,000 360º 50,000 Ø128mm x 315mm 450W

ELSCL150WA2 150 100-277 V, 50-60Hz 18,000 360º 50,000 Ø128mm x 315mm 450W

ELSCL180 180 100-277 V, 50-60Hz 21,600 360º 50,000 Ø128mm x 315mm 600W

ELSCL200 200 100-277 V, 50-60Hz 24,000 360º 50,000 Ø128mm x 315mm 800W

ELSCL250 250 100-277 V, 50-60Hz 30,000 360º 50,000 Ø128mm x 320mm 1000W

ELSCL300 300 100-277 V, 50-60Hz 39,000 360º 50,000 Ø132mm x 340mm 1000W
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High Voltage 300-480V LED Corn Lamps

Applications
Street Light, Wall Pack, Canopy, High Bay, Flood Lighting Applications
 

Specifications

Housing  PMMA & Aluminum Fin Heat Sink
  
Color    3,000 - 6,500K
      
LED Lamp/Module 2835 SMD LEDs

Base Type  E26 / E27 / E39 / E40

Reflector Angles(°) 360°

Rated Life Span  >35,000 Hours

Power Factor  >0.90

Lumen Maintenance 70%

CRI   >80

Operating Temperature -20° C to +40° C
  
Warranty  3 Year Limited Warranty

Listing & Ratings ETL, CE, RoHS Compliant
     
Replaces  up to 1,200 watt HID Lamps
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Model Number Wattage Voltage (V) Lumens Beam Angle Life Span (hrs) Dimensions (mm) HPS/MH Equivalent
ELSSLC40HV 40 300-480V V, 50-60Hz 5,800 360º 50,000 Ø106mm x 210mm 120W

ELSSLC60HV 60 300-480V V, 50-60Hz 8,700 360º 50,000 Ø106mm x 260mm 180W

ELSSLC80HV 80 300-480V V, 50-60Hz 11,850 360º 50,000 Ø106mm x 280mm 250W

ELSSLC100HV 100 300-480V V, 50-60Hz 14,800 360º 50,000 Ø132mm x 270mm 400W

ELSSLC120HV 120 300-480V V, 50-60Hz 18,000 360º 50,000 Ø132mm x 270mm 450W

ELSSLC150HV 150 300-480V V, 50-60Hz 22,200 360º 50,000 Ø132mm x 270mm 600W

ELSSLC200HV 200 300-480V V, 50-60Hz 29,800 360º 50,000 Ø132mm x 325mm 800W

ELSSLC250HV 250 300-480V V, 50-60Hz 36,250 360º 50,000 Ø132mm x 325mm 1000W

ELSSLC300HV 300 300-480V V, 50-60Hz 43,500 360º 50,000 Ø132mm x 325mm 1200W
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High Voltage 300-480V LED Corn Lamps - Short Series

Applications
Street Light, Wall Pack, Canopy, High Bay, Flood Lighting Applications
 

Specifications

Housing  PMMA & Aluminum Fin Heat Sink
  
Color    3,000 - 6,500K
      
LED Lamp/Module 2835 SMD LEDs

Base Type  E26 / E27 / E39 / E40

Reflector Angles(°) 360°

Rated Life Span  >35,000 Hours

Power Factor  >0.90

Lumen Maintenance 70%

CRI   >80

Operating Temperature -20° C to +40° C
  
Warranty  3 Year Limited Warranty

Listing & Ratings ETL, CE, RoHS Compliant
     
Replaces  up to 400 watt HID Lamps
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Model Number Wattage Voltage (V) Lumens Beam Angle Life Span (hrs) Dimensions (mm) HPS/MH Equivalent
ELSSLC30HV-S 30 300-480V V, 50-60Hz 4,200 360º 50,000 Ø106mm x 170mm 120W

ELSSLC40HV-S 40 300-480V V, 50-60Hz 5,800 360º 50,000 Ø106mm x 170mm 180W

ELSSLC50HV-S 50 300-480V V, 50-60Hz 7,250 360º 50,000 Ø106mm x 170mm 250W

ELSSLC65HV-S 65 300-480V V, 50-60Hz 9,750 360º 50,000 Ø106mm x 175mm 350W

ELSSLC85HV-S 85 300-480V V, 50-60Hz 12,580 360º 50,000 Ø106mm x 175mm 400W
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Dimmable LED Corn Lamps

Applications
Street Light, Wall Pack, Canopy, High Bay, Flood Lighting Applications
 

Specifications

Housing  PMMA & Aluminum Fin Heat Sink
  
Color    3000 - 6000K

Dimming  Triac & 0-10V Dimming System
      
LED Lamp/Module 2835 LED Epistar LED Chip

Base Type  E26 Edison / E39 Mogul

Reflector Angles(°) 360°

Rated Life Span  >50,000 Hours

Power Factor  >0.90

Lumen Maintenance 70%

CRI   >80

Operating Temperature -40° C to +45° C
  
Warranty  5 Year Limited Warranty

Listing & Ratings ETL, CE, RoHS Compliant
  
Replaces  up to 400 watt HID Lamps

Model Number Wattage Voltage (V) Dimming/Driver Lumens Life Span (hrs) Dimensions (mm) HPS/MH Equivalent
ELSSLC06D 6 110-240V, Triac Internal 660 50,000 Ø40mm x 95mm 18W

ELSSLC08D 9 110-240V, Triac Internal 990 50,000 Ø46mm x 115mm 24W

ELSSLC12D 12 110-240V, Triac Internal 1,440 50,000 Ø62mm x 145mm 36W

ELSSLC15D 15 110-240V, Triac Internal 1,800 50,000 Ø62mm x 155mm 45W

ELSSLC18D 18 110-240V, Triac Internal 2,000 50,000 Ø62mm x 185mm 54W

ELSSLC20D 20 110-240V, Triac Internal 2,400 50,000 Ø90mm x 170mm 75W

ELSSLC30D 30 110-240V, Triac Internal 3,600 50,000 Ø62mm x 185mm 100W

ELSSLC40D 40 110-240V, Triac Internal 4,600 50,000 Ø128mm x 210mm 120W

ELSSLC50D 50 110-240V, Triac Internal 6,000 50,000 Ø90mm x 258mm 180W

ELSSLC60D 60 110-240V, Triac Internal 7,200 50,000 Ø90mm x 258mm 250W

ELSSLC80D 80 100-277V, 50-60Hz External 0-10V 9,600 50,000 Ø128mm x 260mm 250W

ELSSLC100D 100 100-277V, 50-60Hz External 0-10V 12,000 50,000 Ø128mm x 285mm 400W
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High Power Dimmable LED Corn Lamps

Applications
Street Light, Wall Pack, Canopy, High Bay, Flood Lighting Applications
 

Specifications

Housing  PMMA & Aluminum Fin Heat Sink
  
Color    2,700 - 6,000K

Dimming  0-10V Dimming System
      
LED Lamp/Module 2835 LED Epistar LED Chip

Base Type  E39 Mogul Base

Reflector Angles(°) 360°

Rated Life Span  >50,000 Hours

Power Factor  >0.90

Lumen Maintenance 70%

CRI   >80

Operating Temperature -40° C to +45° C
  
Warranty  5 Year Limited Warranty

Listing & Ratings ETL, CE, RoHS Compliant
  
Replaces  up to 1000 watt HID Lamps
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Model Number Wattage Voltage (V) Dimming/Driver Lumens Life Span (hrs) Dimensions (mm) HPS/MH Equivalent
ELSSLC180D 180 100-277V, 50-60Hz External 0-10V 21,600 50,000 Ø90mm x 285mm 250W

ELSSLC200D 200 100-277V, 50-60Hz External 0-10V 24,000 50,000 Ø128mm x 320mm 1000W

ELSSLC240D 240 100-277V, 50-60Hz External 0-10V 30,000 50,000 Ø128mm x 320mm 1000W
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LED Low Bay Corn Bay Lamps

Applications

Low Bay Lighting, High Bay Lighting, Industrial, Commercial, Gymnasium,
Warehouse Lighting Applications

Specifications

Housing  Die Cast Aluminum Housing
  
Color    2700-5000K
   
LED Lamp/Module Samsung LED Emitters

Base   E26 Edison or E39 Mogul Base

Beam Angle(°)  120°- 360°

Options   Motion Sensor, Integral 6kV Surge
   Protection, Adjustable Beam Angle

Rated Life Sapn  >50,000 Hours

Power Factor  >0.90

Lumen Maintenance 70%

CRI   >75

Operating Temperature -40° C to +45° C
  
Warranty  5 Year Limited Warranty

Listing & Ratings DLC, UL, CE, RoHS Compliant

Replaces  up to 400 watt HID Lamps
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Model Number Watts Voltage (V) Lumens Beam Dimensions (in) Weight(KG) HID Equal
ELS-BWHA30 30 100-277V, 50-60Hz 3800-4200 360° Ø70×180mm 1.4 100W

ELS-BWHA45 45 100-277V, 50-60Hz 5600-6300 360° Ø93×235mm 1.4 150W

ELS-BWHA60 60 100-277V, 50-60Hz 7600-8400 360° Ø93×235mm 1.4 180W

ELS-BWHA75 75 100-277V, 50-60Hz 7600-8400 360° Ø125×270mm 1.68 300W

ELS-BWHA90 90 100-277V, 50-60Hz 10800-12600 360° Ø125×290mm 1.68 400W
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LED High Bay Lamps

Applications

Down Lighting, Industrial, Commercial, Gymnasium,
Warehouse Lighting Applications

Specifications

Housing  Die Cast Aluminum Housing
  
Color    3000-6000K
   
LED Lamp/Module Samsung LED Emitters

Base   E26 Edison

Beam Angle(°)  120°

Rated Life Sapn  >50,000 Hours

Power Factor  >0.90

Lumen Maintenance 70%

CRI   >75

Operating Temperature -40° C to +45° C
  
Warranty  3 Year Limited Warranty

Listing & Ratings CE, RoHS Compliant

Replaces  up to 1000 watt HID Lamps
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Model Number Wattage Voltage (V) Lumens Beam Angle Life Span (hrs) Dimensions (in) HPS/MH Equivalent
ELSHBDSK60 60 90-277 V, 50-60Hz 6,000 120º 50,000 Ø11.81 x 10.24 200W

ELSHBDSK80 80 90-277 V, 50-60Hz 8,000 120º 50,000 Ø11.81 x 10.24 250W

ELSHBDSK100 100 90-277 V, 50-60Hz 10,000 120º 50,000 Ø11.81 x 10.24 350W

ELSHBDSK120 120 90-277 V, 50-60Hz 12,000 120º 50,000 Ø11.81 x 10.24 400W

ELSHBDSK150 150 90-277 V, 50-60Hz 17,350 120º 50,000 Ø11.81 x 10.24 400W

ELSHBDSK200 200 90-277 V, 50-60Hz 22,000 120º 50,000 Ø11.81 x 7.10 750W

ELSHBDSK300 300 90-277 V, 50-60Hz 36,000 120º 50,000 Ø11.81 x 7.10 1000W
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LED Retrofit Kit Lamps

Applications

General Illumination, Exterior Lighting, Security Lighting Applications,
Canopy, Wall Pack, Flood, and Street Light Fixtures

Specifications

Housing  Die Cast Aluminum Housing
  
Color    5700K
   
LED Lamp/Module Philips Emitters

Base   Adjustable Mounting
   Bracket

Beam Angle(°)  120°

Rated Life Sapn  >50,000 Hours

Power Factor  >0.95

Lumen Maintenance 70%

CRI   >80

Operating Temperature -40° C to +45° C
  
Warranty  5 Year Limited Warranty

Listing & Ratings DLC, UL, CE, RoHS Compliant, IP65
   CSA: Listed for Wet Locations

Replaces  up to 1500 watt HID Lamps
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Model Number Wattage Voltage (V) Lumens Beam Angle Life Span (hrs) Dimensions (mm) HPS/MH Equivalent
ELS-RKNUS-35WV1 35 90-277 V, 50-60Hz 2,800 120º 50,000 120 x 62 80-100W

ELS-RKNUS-45WV1 45 90-277 V, 50-60Hz 3,500 120º 50,000 120 x 62 150-175W

ELS-RKNUS-60WV1 60 90-277 V, 50-60Hz 5,500 120º 50,000 120 x 62 200-300W

ELS-RKPUS-80WV2 80 90-277 V, 50-60Hz 7,500 120º 50,000 180 x 140 x 78 250-300W

ELS-RKPUS-100WV2 100 90-277 V, 50-60Hz 9,500 120º 50,000 180 x 140 x 78 400W

ELS-RKPUS-100WV2-H 100 200-480 V, 50-60Hz 9,500 120º 50,000 180 x 140 x 78 400W

ELS-RKPUS-120WV2 120 90-277 V, 50-60Hz 11,400 120º 50,000 180 x 140 x 78 400W

ELS-RKPUS-150WD2 150 90-277 V, 50-60Hz 14,000 120º 50,000 180 x 140 x 78 500-600W

ELS-RKPUS-150WD2-H 150 200-480 V, 50-60Hz 14,000 120º 50,000 180 x 140 x 78 500-600W

ELS-RKPUS-200WD2 200 90-277 V, 50-60Hz 17,000 120º 50,000 265 x 160 x 79 600-700W

ELS-RKPUS-240WD2 240 90-277 V, 50-60Hz 23,000 120º 50,000 265 x 160 x 79 750W

ELS-RKPUS-300WD2-HV 300 200-480 V, 50-60Hz 28,000 120º 50,000 320 x 237 x 85 1000W

ELS-RKPUS-300WD2 320 90-277 V, 50-60Hz 28,000 120º 50,000 320 x 237 x 85 1000W

ELS-RKPUS-400WD2 400 90-277 V, 50-60Hz 36,000 120º 50,000 320 x 237 x 85 1000-1500W

ELS-RKPUS-450WD2 450 200-480 V, 50-60Hz 48,136 120º 50,000 320 x 237 x 85 1000-1500W
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LED Mini Wall Pack Fixtures

Applications

General Illumination, Exterior Lighting, Security Lighting Applications

Specifications

Housing   Die Cast Aluminum Housing
  
Color    5500K

Options   Photocell
      
LED Lamp/Module Epistar

Rated Life Span  >50,000 Hours

Power Factor  >0.95

Lumen Maintenance 70%

CRI   >80

Operating  -40° C to +45° C
Temperatur
   
Warranty  5 Year Limited Warranty

Listing & Ratings UL, RoHS Compliant, IP65
   
Replaces  up to 120 watt Metal Halide / 
   High Pressure Sodium Fixtures

23

Model Number Wattage Voltage (V) Lumens Life Span (hrs) LED Type HPS/MH Equivalent
ELS-WP03-15WX1 15 AC100-277V 50/60Hz 1575-1720 50,000 120PCS, SMD2835 60 watt HID

ELS-WP03-20WX1 20 AC100-277V 50/60Hz 2100-2300 50,000 144PCS, SMD2835 100 watt HID

ELS-WP03-30WX1 30 AC100-277V 50/60Hz 2400-2600 50,000 168PCS, SMD2835 120 watt HID
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LED Wall Pack Fixtures

Applications

General Illumination, Exterior Lighting, Security Lighting Applications

Specifications

Housing   Die Cast Aluminum Housing
  
Color    3,000 - 6,000K
   5,500K DLC
   
LED Lamp/Module Epistar

Reflector Angles(°) 120°

Rated Life Span  >50,000 Hours

Power Factor  >0.95

Lumen Maintenance 70%

CRI   >80

Operating  -40° C to +45° C
Temperature
   
Warranty  5 Year Limited Warranty

Listing & Ratings DLC, UL, RoHS Compliant, IP65
   
Replaces  up to 400 watt Metal Halide / 
   High Pressure Sodium Fixtures

24

Model Number Wattage Voltage (V) Lumens Life Span (hrs) LED Type HPS/MH Equivalent
ELS-SWP01-35XA1 35 AC100-277V 50/60Hz 3850-4200 50,000 150PCS, SMD2835 100 watt HID

ELS-SWP01-40XA1 40 AC100-277V 50/60Hz 4400-4800 50,000 150PCS, SMD2835 120 watt HID

ELS-SWP01-55XA1 55 AC100-277V 50/60Hz 6050-6600 50,000 210PCS, SMD2835 150 watt HID

ELS-SWP01-60XA1 60 AC100-277V 50/60Hz 6600-7200 50,000 210PCS, SMD2835 180 watt HID

ELS-SWP01-80XA1 80 AC100-277V 50/60Hz 8960-10000 50,000 270PCS, SMD2835 250 watt HID

ELS-SWP01-100XA1 100 AC100-277V 50/60Hz 12000-13000 50,000 360PCS, SMD2835 400 watt HID

ELS-SWP01-120XA1 120 AC100-277V 50/60Hz 13800-15000 50,000 420PCS, SMD2835 400 watt HID
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LED Full Cutoff Wall Pack Fixtures

Applications

General Illumination, Exterior Lighting, Security Lighting Applications

Specifications

Housing   Die Cast Aluminum Housing
  
Color    3,000 - 6,000K
      
LED Lamp/Module Epistar

Reflector Angles(°) 45°, 90°, 120°

Rated Life Span  >50,000 Hours

Power Factor  >0.95

Lumen Maintenance 70%

CRI   >80

Operating  -40° C to +45° C
Temperature
   
Warranty  5 Year Limited Warranty

Listing & Ratings UL, RoHS Compliant, IP65
   
Replaces  up to 400 watt HID Fixtures

25

Model Number Wattage DLC Voltage (V) Lumens Life Span (hrs) HPS/MH Equivalent
ELS-WP-60W-1111-1601 60 Yes 90-277 V, 50-60Hz 7,500 50,000 250W

ELS-WP-80W-1111-1601 80 Yes 90-277 V, 50-60Hz 10,400 50,000 350W

ELS-WP-100W-1111-1601 100 Yes 90-277 V, 50-60Hz 12,500 50,000 400W

ELS-WP-120W-1111-1601 120 Yes 90-277 V, 50-60Hz 13,200 50,000 400W
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LED Rotatable Wall Pack Fixtures

Applications

General Illumination, Exterior Lighting, Security Lighting Applications

Specifications

Housing   Aluminum Alloy Housing

Dark Sky Compliant Yes
  
Color    3,000 - 6,000K
   5,500K DLC
      
LED Lamp/Module Cree MHB-B

Reflector Angles(°) 120°

Rated Life Span  >50,000 Hours

Power Factor  >0.95

Lumen Maintenance 70%

CRI   >80

Operating  -40° C to +45° C
Temperature
   
Warranty  5 Year Limited Warranty

Listing & Ratings DLC, UL, RoHS Compliant, IP65
   
Replaces  up to 400 watt HID Fixtures

26

Model Number Wattage Voltage (V) Lumens Life Span (hrs) HID Equivalent
ELS-RWP02-25WXYZA1 25 90-277 V, 50-60Hz 3000-3300 50,000 125W

ELS-RWP02-40WXYZA1 40 90-277 V, 50-60Hz 4800-5100 50,000 180W

ELS-RWP02-60WXYZA1 60 90-277 V, 50-60Hz 7400-7700 50,000 250W

ELS-RWP02-60WXYZA2 60 90-277 V, 50-60Hz 7400-7700 50,000 250W

ELS-RWP02-80WXYZA1 80 90-277 V, 50-60Hz 9900-12000 50,000 400W

ELS-RWP02-120WXYZA1 120 90-277 V, 50-60Hz 14000-18000 50,000 450W
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LED Rotatable Wall Pack Fixtures - RGB

Applications

General Illumination, Exterior Lighting, Security Lighting Applications

Specifications

Housing   Aluminum Alloy Housing

Dark Sky Compliant Yes
  
Color    RGB
      
LED Lamp/Module Cree MHB-B

Reflector Angles(°) 120°

Rated Life Span  >50,000 Hours

Power Factor  >0.95

Lumen Maintenance 70%

CRI   >80

Operating  -40° C to +45° C
Temperature
   
Warranty  5 Year Limited Warranty

Listing & Ratings UL, RoHS Compliant, IP65
   

27

Model Number Wattage Voltage (V) Lumens Life Span (hrs)
ELS-RWP02-25WXYZA1-RGB 25 90-277 V, 50-60Hz RGB 50,000

ELS-RWP02-40WXYZA1-RGB 40 90-277 V, 50-60Hz RGB 50,000

ELS-RWP02-60WXYZA1-RGB 60 90-277 V, 50-60Hz RGB 50,000

ELS-RWP02-80WXYZA1-RGB 80 90-277 V, 50-60Hz RGB 50,000



 

Copyright © 2021. Electronic Lighting Systems, Inc. All rights reserved. The information in this document is subject to change without notice.              

 

 

Slim Full Cut-Off LED Wall Pack Fixtures

Applications

General Illumination, Exterior Lighting, Security Lighting Applications

Specifications

Housing   Die Cast Aluminum Housing
  
Color    3,000 - 6,000K
   5,500K DLC
   
LED Lamp/Module Epistar

Reflector Angles(°) 150° x 85 Degree (Type III)

Rated Life Span  >50,000 Hours

Power Factor  >0.95

Lumen Maintenance 70%

CRI   >80

Operating  -40° C to +45° C
Temperature
   
Warranty  5 Year Limited Warranty

Listing & Ratings DLC, UL, RoHS Compliant, 
   IP65 rating
   
Replaces  up to 400 watt Metal Halide / 
   High Pressure Sodium Fixtures

28

Model Number Wattage DLC Voltage (V) Lumens Life Span (hrs) HPS/MH Equivalent
ELS-WP-60W-1111-1601 60 Yes 90-277 V, 50-60Hz 7,500 50,000 250W

ELS-WP-80W-1111-1601 80 Yes 90-277 V, 50-60Hz 10,400 50,000 350W

ELS-WP-100W-1111-1601 100 Yes 90-277 V, 50-60Hz 12,500 50,000 400W

ELS-WP-120W-1111-1601 120 Yes 90-277 V, 50-60Hz 13,200 50,000 400W
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Surface Canopy Fixtures

Applications

General Illumination, Security Lighting, Gas Station,
and Parking Garage Applications

Specifications

Housing  Die Cast Aluminum Housing
  
Color    3,000 - 6,000K
   
LED Lamp/Module Philips Emitters

Beam Angle(°)  120°

Rated Life Span  >50,000 Hours

Power Factor  >0.95

Lumen Maintenance 70%

CRI   >80

Operating Temperature -40° C to +45° C

Warranty  5 Year Limited Warranty

Listing & Ratings DLC, UL, CE, RoHS Compliant, IP65
   CSA: Listed for Wet Locations

Replaces  400 watt HID Fixtures

29

Model Number Wattage Voltage (V) Lumens Beam Angle Life Span (hrs) Dimensions (mm) HID Equivalent
ELS-PG02-40WXYZA1 40 90-277 V, 50-60Hz 5,600 120º 50,000 270 x 270 x 90 175W

ELS-PG02-55WXYZA1 55 90-277 V, 50-60Hz 7,700 120º 50,000 270 x 270 x 90 250W

ELS-PG02-75WXYZA1 75 90-277 V, 50-60Hz 10,500 120º 50,000 270 x 270 x 90 350W

ELS-PG02-100WXYZA1 100 90-277 V, 50-60Hz 14,000 120º 50,000 270 x 270 x 90 400W
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LED Flood Fixtures

Applications

General Illumination, Flood, Exterior Lighting, Security, Down Lighting Applications

Specifications

Housing   Die-Cast Aluminum Housing
  
Color    4,000 - 5,700K
   
LED Lamp/Module Philips Lumiled

Rated Life Span  >50,000 Hours

Power Factor  >0.90

Lumen Maintenance 70%

CRI   >70

Operating  -40° C to +45° C
Temperature  
Warranty  5 Year Limited Warranty

Listing & Ratings DLC, UL, RoHS Compliant, IP65
   
Replaces  up to 1000 watt Metal Halide / 
   High Pressure Sodium Fixtures

31

Model Number Wattage Lumens Voltage (V) CCT Beam Angle Dims (in) HID Equivalent
ELS-FL06-15WXYA1 15 1750-2000 AC100-277V 50/60Hz 4000-5700K 7H7V 5.35"x4.33"x1.50" 60 watt HID

ELS-FL06-30WXYA1 30 3500-4000 AC100-277V 50/60Hz 4000-5700K 7H7V 9.17"x7.13"x1.50" 100 watt HID

ELS-FL06-50WXYA1 50 6500-7100 AC100-277V 50/60Hz 4000-5700K 7H7V 10.16"x8.50"x2.13" 150 watt HID

ELS-S-G04-80WAT3A1 80 9750-10500 AC100-277V 50/60Hz 4000-5700K 150x85° 11.93"x12.23"x3.11" 250 watt HID

ELS-S-G04-100WAT3A1 100 12000-12800 AC100-277V 50/60Hz 4000-5700K 150x85° 11.93"x12.23"x3.11" 400 watt HID

ELS-S-G04-120WAT3A1 120 14800-15600 AC100-277V 50/60Hz 4000-5700K 150x85° 11.93"x12.23"x3.11" 400 watt HID

ELS-S-G04-150WAT3A1 150 18000-19200 AC100-277V 50/60Hz 4000-5700K 150x85° 11.93"x17.54"x3.11" 400 watt HID

ELS-S-G04-200WAT3A1 200 22700-24200 AC100-277V 50/60Hz 4000-5700K 150x85° 12.24"x20.05"x3.22" 600 watt HID

ELS-S-G04-240WAT3A1 240 28200-30600 AC100-277V 50/60Hz 4000-5700K 150x85° 12.24"x20.05"x3.22" 750 watt HID

ELS-S-G04-300WAT3A1 300 35600-38000 AC100-277V 50/60Hz 4000-5700K 150x85° 12.24"x20.05"x3.22" 1000 watt HID

ELS-S-G04-150WAT3A1-HV 150 18000-19200 AC100-277V 50/60Hz 4000-5700K 150x85° 11.93"x17.54"x3.11" 400 watt HID

ELS-S-G04-240WAT3A1-HV 240 28200-30600 AC100-277V 50/60Hz 4000-5700K 150x85° 12.24"x20.05"x3.22" 750 watt HID

ELS-S-G04-300WAT3A1-HV 300 35600-38000 AC100-277V 50/60Hz 4000-5700K 150x85° 12.24"x20.05"x3.22" 1000 watt HID
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High Power Projection Flood Fixtures

Applications

Flood, Outdoor,  Building, Facade, Stadium, Arena, and Security Lighting Applications

Specifications
Housing   Die Cast Aluminum Housing
  
Color    3,000 - 7,000K
   RGB
   
LED Lamp/Module CREE

Reflector Angles(°) 5°

Rated Life Span  >50,000 Hours

Power Factor  >0.95

Lumen Maintenance 70%

CRI   >70

Operating  -40° C to +45° C
Temperature
   
Warranty  5 Year Limited Warranty

Listing & Ratings RoHS Compliant, IP65
   
Replaces  up to 1500 watt Metal Halide / 
   High Pressure Sodium Fixtures

32

Model Number Wattage Voltage (V) Lumens Life Span (hrs) Dimensions (mm) HPS/MH Equivalent
ELSHPPJL60 60 90-305 V, 50-60Hz 4,800 50,000 Ø463 x 288 250W

ELSHPPJL120 120 90-305 V, 50-60Hz 8,800 50,000 Ø463 x 288 400W

ELSHPPJL180 180 90-305 V, 50-60Hz 13,600 50,000 Ø479 x 345 450W

ELSHPPJL240 240 90-305 V, 50-60Hz 17,600 50,000 Ø479 x 345 750W

ELSHPPJL300 300 90-305 V, 50-60Hz 22,400 50,000 Ø578 x 451 1000W

ELSHPPJL360 360 90-305 V, 50-60Hz 26,400 50,000 Ø578 x 451 1000W
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LED Stadium Lighting Fixtures

Applications

Stadium, Arena, Shipyards, Towers, Tribunes, 
General Illumination, and Security Lighting Applications

Specifications
Housing   Die Cast Aluminum Housing
  
Color    4,000 - 6,500K
      
LED Lamp/Module Philips Lumiled

Reflector Angles(°) 10°,15°,30°,60°

Rated Life Span  >100,000 Hours

Power Factor  >0.95

Lumen Maintenance 70%

CRI   >80

Operating  -40° C to +45° C
Temperature
   
Warranty  5 Year Limited Warranty

Listing & Ratings UL, RoHS Compliant,
   IP65 rating
   

33

Model Number Watts Voltage (VAC) Lumens CRI Dimensions (in) Weight(KG)
ELS-SP01-400WEXYH1 400 100-277V, 200-480V, 50-60Hz 48000-52000 >70 15.50x9.25x16.13 14

ELS-SP01-500WEXYH1 500 100-277V, 200-480V, 50-60Hz 60000-65000 >70 15.50x9.25x16.13 14

ELS-SP01-600WEXYH1 600 100-277V, 200-480V, 50-60Hz 72000-78000 >70 20.59x11.69x20.49 26

ELS-SP01-750WEXYH1 750 100-277V, 200-480V, 50-60Hz 90000-97500 >70 20.59x11.69x20.49 26.5

ELS-SP01-1000WEXYH1 1000 100-277V, 200-480V, 50-60Hz 120000-130000 >70 22.72x13.83x22.47 29

ELS-SP01-1250WEXYH1 1200 100-277V, 200-480V, 50-60Hz 144000-156000 >70 22.72x13.83x22.47 31
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LED UFO High Bay Fixtures (5th Generation)

Applications

General, Down Lighting, Industrial, Commercial, Gymnasium, Stadium, Warehouse Lighting Applications

Specifications

Housing   Die Cast Aluminum Housing
  
Color    3,000 - 5,700K
      
LED Lamp/Module Philips Lumiled

Dimming  0-10V Dimming

Reflector Angles(°) 110°

Rated Life Span  >50,000 Hours

Power Factor  >0.95

Lumen Maintenance 70%

CRI   >80

Operating  -40° C to +45° C
Temperature
   
Warranty  5 Year Limited Warranty

Listing & Ratings DLC, UL, RoHS Compliant, IP65
   
Replaces  up to 1,000 watt HID Fixtures

35

Model Number Wattage Lumens Voltage (V) CCT Life Span (hrs) Dimensions (in) Weight (Kg) HPS/MH Equal
ELS-HB05-100WSXYD1 100 13000-14500 100-277V, 50-60Hz 4000-5700K >50,000 Ø12.59 x 7.36 3.90Kg 400W

ELS-HB05-150WSXYD1 150 19500-21700 100-277V, 50-60Hz 4000-5700K >50,000 Ø12.59 x 7.36 4.10Kg 400W

ELS-HB05-200WSXYD1 200 26000-29000 100-277V, 50-60Hz 4000-5700K >50,000 Ø14.96 x 7.95 5.00Kg 750W

ELS-HB05-240WSXYD1 240 31000-35000 100-277V, 50-60Hz 4000-5700K >50,000 Ø14.96 x 7.95 5.40Kg 750W

ELS-HB05-150WSXYH1 150 19500-21700 200-480V, 50-60Hz 4000-5700K >50,000 Ø12.59 x 7.36 4.10Kg 400W

ELS-HB05-240WSXYH1 240 31000-35000 200-480V, 50-60Hz 4000-5700K >50,000 Ø14.96 x 7.95 5.40Kg 750W
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LED UFO High Bay Fixtures (6th Generation)

Applications

General, Down Lighting, Industrial, Commercial, Gymnasium, Stadium, Warehouse Lighting Applications

Specifications

Housing   Die Cast Aluminum Housing
  
Color    4,000 - 5,700K
      
LED Lamp/Module Philips Lumiled

Dimming  0-10V Dimming

Reflector Angles(°) 120°

Rated Life Span  >50,000 Hours

Power Factor  >0.90

Lumen Maintenance 70%

CRI   >80

Operating  -40° C to +45° C
Temperature
   
Warranty  5 Year Limited Warranty

Listing & Ratings DLC, UL, RoHS Compliant, IP65
   
Replaces  up to 1,000 watt HID Fixtures

36

Model Number Wattage Lumens Voltage (V) CCT Life Span (hrs) Dimensions (in) Weight (Kg) HPS/MH Equal
ELS-HB06-100WSXYD1 100 13000-14500 100-277V, 50-60Hz 4000-5700K >50,000 Ø10.53 x 7.48 4.70Kg 400W

ELS-HB06-150WSXYD1 150 13000-14500 100-277V, 50-60Hz 4000-5700K >50,000 Ø10.53 x 7.48 4.70Kg 400W

ELS-HB06-240WSXYD1 240 31200-34800 100-277V, 50-60Hz 4000-5700K >50,000 Ø12.52 x 9.06 6.60Kg 750W

ELS-HB06-300WSXYD1 300 36500-40600 100-277V, 50-60Hz 4000-5700K >50,000 Ø12.52 x 9.06 6.60Kg 1000W





 

           

 

 

LED Shoebox Light Fixture

Applications

Street, Area, Parking Lot, Flood, Security Lighting Applications

Specifications

Housing  Die Cast Aluminum Housing
  
Color    3,000 - 6,000K
   5,700K (DLC)
      
LED Lamp/Module Philips Emitters

Available Mounting Adustable 2 5/8” Slipfitter
   Trunon Bracket, Straight Arm

Rated Life Span  >50,000 Hours

Power Factor  >0.95

Lumen Maintenance 70%

CRI   >75

Operating Temperature -40° C to +45° C
      
Warranty  5 Year Limited Warranty
  
Replaces  up to 1500 watt HID Fixtures
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Model Number Wattage Voltage (V) Lumens CCT Life Span (hrs) Dims (mm) HID Equivalent
ELSS60 60 90-277 V, 50-60Hz 6600-7800 3000-6000 >50,000 377*388*80 180W

ELSS90 90 90-277 V, 50-60Hz 9900-11700 3000-6000 >50,000 377*388*80 250W

ELSS120 120 90-277 V, 50-60Hz 13200-15600 3000-6000 >50,000 377*388*80 350W

ELSS150 150 90-277 V, 50-60Hz 17250-19500 3000-6000 >50,000 558*405*116 400W

ELSS200 200 90-277 V, 50-60Hz 23000-26000 3000-6000 >50,000 558*405*116 450W

ELSS240 240 90-277 V, 50-60Hz 27600-31200 3000-6000 >50,000 558*405*116 750W

ELSS300 300 90-277 V, 50-60Hz 34500-39000 3000-6000 >50,000 624*634*126 1000W

ELSS400 400 90-277 V, 50-60Hz 46000-52000 3000-6000 >50,000 624*634*126 1000W

ELSS480 480 90-277 V, 50-60Hz 55200-62400 3000-6000 >50,000 624*634*126 1500W

ELSS120HV 120 200-520V, 50-60Hz 13200-15600 3000-6000 >50,000 377*388*80 350W

ELSS150HV 150 200-520V, 50-60Hz 18400-19500 3000-6000 >50,000 558*405*116 400W

ELSS200HV 200 200-520V, 50-60Hz 23000-26000 3000-6000 >50,000 558*405*116 450W

ELSS240HV 240 200-520V, 50-60Hz 27600-31200 3000-6000 >50,000 660*360*140 750W

ELSS300HV 300 200-520V, 50-60Hz 34500-39000 3000-6000 >50,000 624*634*126 1000W

ELSS480HV 480 200-520V, 50-60Hz 55200-62400 3000-6000 >50,000 624*634*126 1500W



 

           

 

 

LED Shoebox Light Fixture - Motion Sensor Capability

Applications

Street, Area, Parking Lot, Flood, Security Lighting Applications

Specifications

Housing  Die Cast Aluminum Housing
  
Wattage   100, 150, 200, 240, and 300 watts

Color    2,700 - 5,700K
      
LED Lamp/Module SMD LED Emitters

Available Mounting Adustable 2 5/8” Slipfitter
   Straight Arm Bracket

Rated Life Span  >50,000 Hours

Power Factor  >0.95

Lumen Maintenance 70%

CRI   >80

Operating Temperature -40° C to +45° C

Beam Angle  TYPE III-M TYPE IV-M (Type 2 and Type 5 Optional)

Sensor Control  Timer Control, Motion Sensor, Photocell Sensor, 3 in 1 Dimming,
   Wifi Zigbee Connect, Photocell & Timer Control,3 Step Dimming,
   GPRS, 3G/4G, Blue tooth, PLC and Smart Motion Sensor.

Microwave Sensor Occupancy Brightness 100%, Microwave Sensitivity 75%,
   hold time 5 minutes, Start illumination 50LUX, 
   Continuous brightness 30%, the duration of 30 minutes
Default Setting
      
Warranty  5 Year Limited Warranty
  
Replaces  up to 1000 watt HID Fixtures

Copyright © 2021. Electronic Lighting Systems, Inc. All rights reserved. The information in this document is subject to change without notice.   
39

Model Number Wattage Voltage (V) Lumens CCT Life Span (hrs) Dims (mm) HID Equivalent
ELS-LD-100W-S 100 100-277V, 50-60Hz 13,300 2700-5700 >50,000 420*250*72 300W

ELS-LD-100W-S-HV 100 200-480V, 50-60Hz 13,300 2700-5700 >50,000 420*250*72 300W

ELS-LD-150W-S 150 90-277 V, 50-60Hz 19,500 2700-5700 >50,000 420*250*72 400W

ELS-LD-150W-S-HV 150 200-480V, 50-60Hz 19,500 2700-5700 >50,000 420*250*72 400W

ELS-LD-200W-S 200 90-277 V, 50-60Hz 26,000 2700-5700 >50,000 420*250*72 700W

ELS-LD-200W-S-HV 200 200-480V, 50-60Hz 26,000 2700-5700 >50,000 420*250*72 700W

ELS-LD-240W-S 240 90-277 V, 50-60Hz 31,000 2700-5700 >50,000 616*420*80 750W

ELS-LD-240W-S-HV 240 200-480V, 50-60Hz 31,000 2700-5700 >50,000 616*420*80 750W

ELS-LD-300W-S 300 90-277 V, 50-60Hz 39,000 2700-5700 >50,000 616*420*80 1000W

ELS-LD-300W-S-HV 300 200-480V, 50-60Hz 39,000 2700-5700 >50,000 616*420*80 1000W



 

           

 

 

High Power LED Shoebox Light Fixture

Applications

Flood, High Mast, Street, Area, Parking Lot, Security Lighting Applications

Specifications

Housing  Die Cast Aluminum Housing

Efficacy   125-140 lm/W
  
Color    4,000 - 5,700K
         
LED Lamp/Module Philips Lumiled

Available Mounting Adustable 2 5/8” Slipfitter
   Trunon Bracket, Straight Arm Bracket

Rated Life Span  >50,000 Hours

Power Factor  >0.90

Lumen Maintenance 70%

CRI   >70

Operating Temperature -40° C to +45° C
      
Warranty  5 Year Limited Warranty
  
Replaces  up to 2,000 watt HID Fixtures
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Model Number Wattage Lumens Voltage (V) CCT Dims (in) Weight HID Equivalent
ELS-S-G08-450WXYA1 450 59588-62818 AC100-277V 50/60Hz 4000-5700K 14.96" x 32.67" x 7.56" 13.5Kg 1500 watt HID

ELS-S-G08-600WXYA1 600 76515-82156 AC100-277V 50/60Hz 4000-5700K 14.96" x 37.40" x 7.56" 15.7Kg 2000 watt HID

ELS-S-G08-450WXYH1 450 59588-62818 AC100-277V 50/60Hz 4000-5700K 14.96" x 32.67" x 7.56" 13.5Kg 1500 watt HID

ELS-S-G08-600WXYH1 600 76515-82156 AC100-277V 50/60Hz 4000-5700K 14.96" x 37.40" x 7.56" 15.7Kg 2000 watt HID



 

           

 

 

LED Solar Street Light Fixture

Applications

Street, Area, Parking Lot, Security Lighting Applications

Specifications

Housing  Die Cast Aluminum Housing
  
Color    2,700 - 6,500K
        
Charge Time  6 - 10 hours

Discharge Time  12 hours with Full Power

Solar Cell  High Efficiency Silicon Solar Cell

Sensor   Time Controller or PIR Sensor Option

Beam Angle  120°

Available Mounting Adustable 2 5/8” Slipfitter
   
Rated Life Span  >50,000 Hours

Lumen Maintenance 70%

CRI   >70

Operating Temperature -40° C to +45° C
      
Warranty  3 Year Limited Warranty

IP Rating  IP65
  
Replaces  up to 400 watt HID Fixtures
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Model Number Wattage Lumens Solar Panel Mounting Height CCT Dims (mm) SMD LEDs
ELS-SLD-60W-F 60 6000 6V / 12V 6-7 Meters 2700-6500K 530*240*90 300 pcs

ELS-SLD-120W-F 120 12000 6V / 16V 8-9 Meters 2700-6500K 630*270*90 624 pcs

ELS-SLD-180W-F 180 18000 6V / 20V 9-10 Meters 2700-6500K 760*290*90 900 pcs



 

           

 

 

LED Solar Post Top Light Fixture

Applications

Street, Area, Parking Lot, Security Lighting Applications

Specifications

Housing  Die Cast Aluminum Housing
  
Color    2,700 - 6,500K      

Charge Time  6 - 7 hours

Discharge Time  12 hours with Full Power

Solar Cell  High Efficiency Silicon Solar Cell

Sensor   Time Controller or PIR Sensor Option

Battery Type  LiNiCoMnO2

Beam Angle  120°

Available Mounting Adustable 2 5/8” Slipfitter
   
Rated Life Span  >50,000 Hours

Lumen Maintenance 70%

CRI   >70

Operating Temperature -40° C to +45° C
      
Warranty  3 Year Limited Warranty

IP Rating  IP65
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Model Number Wattage Lumens Solar Panel Mounting Height CCT Dims (mm)
ELS-SLD-15W-AR-B 15 2250 18V / 18W 3-4 Meters 2700-6500K 405Ø * 41

ELS-SLD-20W-AR-B 20 3000 18V / 27W 3-5 Meters 2700-6500K 405Ø * 41

ELS-SLD-25W-AR-B 25 3750 18V / 30W 3-5 Meters 2700-6500K 540Ø * 41

ELS-SLD-40W-AR-B 40 5000 18V / 45W 6-7 Meters 2700-6500K 540Ø * 41

ELS-SLD-50W-AR-B 50 7500 18V / 60W 8-9 Meters 2700-6500K 850Ø * 41

ELS-SLD-80W-AR-B 80 9600 18V / 100W 9-10 Meters 2700-6500K 850Ø * 41

ELS-SLD-100W-AR-B 100 12000 18V / 120W 9-10 Meters 2700-6500K 850Ø * 41
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LED Linear Explosion Proof Fixtures

Applications

Applied to Oil Fields, Oil Refineries, Offshore Oil Platforms, Power Plants, Gas Stations,
Oil Tankers, Wharfs, Tunnels, Pumping Stations, Substations, Military Bases, etc.
Zone I and Zone II Hazardous Locations, Zone 20, Zone 21, Zone 22 and II A, II B, II C 
explosive gas atmospheres.
 
Specifications

Housing  Die Cast Aluminum & Tempered Glass
  
Color    2,700 - 6,500K
      
Warranty  5 Year Limited Warranty

Listing & Ratings Ex, CE, RoHS Compliant, IP67
   Ex mark:2 G D Ex ec IIC T6 Gb,
   Ex tc IIC T80° Dc
   
Replaces  up to 400 watt HID Fixtures
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Model Number ELS-EPTL01-20W ELS-EPTL01-40W ELS-EPTL01-60W

Power Consumption 20 watts 40 watts 60 watts

Input Voltage
Explosion-Proof Grade
Corrosion Proof Grade
IP Rating
Light Efficacy
Beam Angle
Power Factor
Cable Entry
Installation Height
Ambient Environment
Storage Temperature
Life Span
Material
Dimensions (mm) L 850 X W 136 X H 91.5 L 1295 X W136 X H91.5 L 1295 X W136 X H91.5

Net Weight 4.5KG 6.9KG 6.9KG

HID Replacement 100 watt HID 150 watt HID 200 watt HID

Temperature:-30°C-55°C; Humidity:10-90%RH(25°C)

-40°C-60°C

>50000 hours

Aluminum Alloy & PC

90-277 Volts, 50-60Hz

Ex emb C T6

WF2

IP66

100lm/W

120°

0.90

8 10mm

2 5m
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LED Explosion Proof High Bay Fixtures

Applications

Applied to Oil Fields, Oil Refineries, Offshore Oil Platforms, Power Plants, Gas Stations,
Oil Tankers, Wharfs, Tunnels, Pumping Stations, Substations, Military Bases, etc.
Zone I and Zone II Hazardous Locations, Zone 20, Zone 21, Zone 22 and II A, II B, II C 
explosive gas atmospheres.
 
Specifications

Housing  Die Cast Aluminum & Tempered Glass
  
Color    2,700 - 6,500K
      
Warranty  5 Year Limited Warranty

Listing & Ratings Ex, CE, RoHS Compliant, IP67
   Ex mark: Ex d IIB T5, Ex t III C
   
Replaces  up to 400 watt HID Fixtures
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Model Number ELS-EPL03-60W ELS-EPL03-80W ELS-EPL03-100W ELS-EPL03-120W

Power Consumption 60 watts 80 watts 100 watts 120 watts

Input Voltage
Color Temperature (K)
Explosion-Proof Grade
Corrosion Proof Grade
IP Rating
Lamp Efficiency (%)
Beam Angle
Power Factor
Installation Height
Ambient Environment
Ambient Temperature
Life Span
Materials
Dimensions (mm)
Weight
HID Replacement 150 watt HID 250 watt HID 400 watt HID 400 watt HID

90-277 Volts, 50-60Hz

Ex d IIB T5, Ex t III C

WF2

IP66

90%

Aluminum Alloy & PC

300 × 300 × 250

6.5KG

Warm White:2700-4000K; Pure White: 5000-6500K

0.95

4~10m (flood light) / 10~30m (project light)

Temperature: -40°C—55°C; Humidity: 10-90%RH (25°C)

-40°C-60°C

>50000 hours

45°/60°/90°/120°/140°
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LED Gas Station Canopy Fixtures

Applications

General Illumination, Gas Station, Exterior Lighting, Security, Down Lighting Applications

Specifications

Housing   Aluminum Housing
  
Color    3,000 - 6,000K
   5,700K DLC
   
LED Lamp/Module Philips Lumiled 3030 Modules

Rated Life Span  >50,000 Hours

Power Factor  >0.95

Lumen Maintenance 70%

CRI   >80

Operating  -40° C to +45° C
Temperature  
Warranty  5 Year Limited Warranty

Listing & Ratings RoHS Compliant, IP65
   
Replaces  up to 400 watt Metal Halide / 
   High Pressure Sodium Fixtures
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Model Number Wattage Voltage (V) Lumens Life Span (hrs) Dimensions (in) HID Equivalent
ELS-CP-150W-XXXX-1602 150 90-277 V, 50-60Hz 17500-20000 50,000 20.4 x 20.4 x 9.5 400W

ELS-CP-180W-XXXX-1601 180 90-277 V, 50-60Hz 21000-24500 50,000 20.4 x 20.4 x 9.5 750W

ELS-CP-240W-XXXX-1601 240 90-277 V, 50-60Hz 28000-31500 50,000 20.4 x 20.4 x 9.5 750W





 

           

 

 

LED Linear Grow Light Fixtures (L2 Series)

Applications

Horticultural Grow Fixture, Full Spectrum Indoor Grow Applications, Full Spectrum Exterior Grow Applications

Specifications

Housing  Die Cast Aluminum Housing
  
Efficacy   

Spectrum  FSG, FSM, FSUV
      
LED Lamp/Module Osram Oslon

Available Mounting Surface, Pendant Mounting

Rated Life Span  >50,000 Hours

Power Factor  >0.90

Lumen Maintenance 70%

Operating Temperature -40° C to +45° C

Certifications  ETL, CE, RoHs
   IP65 Waterproof
      
Warranty  5 Year Limited Warranty
  
Replaces  up to 400 watt HID Fixture
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Model Number Watts Voltage (V) Efficacy PPF Beam Dimensions (in) Weight(lb) HID Equal
ELS-LGL-MO50A 50 100-277V, 50-60Hz 2.5 mol 125 μmol s 90° 23.8" x 2.3" x 1.2" 1.2 150 watt HID

ELS-LGL-MO85A 85 100-277V, 50-60Hz 2.5 mol 212 μmol s 90° 39.5" x 2.3" x 1.2" 2 250 watt HID

ELS-LGL-MO130A 130 100-277V, 50-60Hz 2.5 mol 325 μmol s 90° 63.0" x 2.3" x 1.2" 3 400 watt HID



 

           

 

 

High Power LED Linear Grow Light Fixtures

Applications

Horticultural Grow Fixture, Full Spectrum Indoor Grow Applications, Full Spectrum Exterior Grow Applications

Specifications

Housing  Die Cast Aluminum Housing
  
Efficacy   

Spectrum  FSG, FSM, FSUV
      
LED Lamp/Module Osram Oslon

Available Mounting Surface, Pendant Mounting

Rated Life Span  >50,000 Hours

Power Factor  >0.90

Lumen Maintenance 70%

Operating Temperature -40° C to +45° C

Certifications  ETL, CE, RoHs
   IP65 Waterproof
      
Warranty  5 Year Limited Warranty
  
Replaces  up to 2500 watt HID Fixtures
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Model Number Watts Voltage (V) Efficacy PPF Beam Dimensions (in) Weight(lb) HID Equal
ELS-LGL-OC330A 330 100-277V, 50-60Hz 2.5 mol 825 μmol s 90° 44.0” x 39.5” x 4.6” 28.6 750 watt HID

ELS-LGL-OC670A 670 100-277V, 50-60Hz 2.5 mol 1540 μmol s 90° 44.0” x 39.5” x 4.6” 38.6 1000 watt HID

ELS-LGL-OC1000A 1000 100-277V, 50-60Hz 2.5 mol 2500 μmol s 90° 44.0” x 39.5” x 4.6” 51.8 2500 watt HID




